
RP BLACK 

Description 

 Black color viscous resin. 

 Excellent strength, hardness and toughness. 

 Good texture, dry and non-sticky surface, easy to clean. 

 High precision and good dimensional stability. 

 Apply to the industry of automotive, consumer goods, and electronics etc. 

 The black appearance can better present the surface details, and avoid the 

trouble and risk of black paint spraying. 

 Apply to 355nm light source high-precision SLA 3D printing rapid 

prototyping system. 

TECHNICAL DATA - LIQUID PROPERTIES 

Appearance Black Viscous Liquid 

Rotary Viscosity 410 mPa·s@ 25 °C 

Density 1.17 g/cm³@ 25 °C 

Dp[slope of cure-depth vs. In(E) curvel] 0.13 mm 

Ec[critical exposure] 7.95 mJ/cm² 

TECHNICAL DATA – MECHANICAL PROPERTIES 

Property Description ASTM Method RP BLACK ABS 

Tensile Strength ASTM D638M 61MPa 45.7MPa 

Tensile Modulus ASTM D638M 3000MPa - 

Elongation at Break ASTM D638M 7% 42% 

Flexural Strength ASTM D790 90MPa 73.5MPa 

Flexural Modulus ASTM D790 2300MPa 2300MPa 

Izod Impact(Notched) ASTM D256 41J/m 160J/m 

Water Absorption ASTM D570 0.54% 0.20-0.45% 

Hardness(Shore D) ASTM D2241 84D 81D 

HDT@0.45 MPa ASTM D648 0.45 MPa 55℃ 84℃ 

HDT@1.82 MPa ASTM D648 1.82 MPa 50℃ 80℃ 

Société RP SUPPORT France 

3 Allée des 3 Cousins – 91460 Marcoussis – France 

06.26.23.64.31 ou 06.22.32.28.64 

Email : rpsupportfrance@icloud.com 

Site internet : www.rp-support.fr 


