
RP SOFT 

 

Description 

 White color viscous resin. 

 Low viscosity, flexibility, high precision. 

 Printed parts are with the features of low hardness and high 

toughness. 

 Good dimensional stability and low shrinkage. 

 Apply to flexible connection such as TPU-like prototyping or product protection parts. 

 Apply to 355nm light source high-precision SLA 3D printing rapid prototyping system. 

TECHNICAL DATA - LIQUID PROPERTIES 

Appearance White Viscous Liquid 

Rotary Viscosity 390 mPa·s@ 25 °C 

Density 1.12 g/cm³@ 25 °C 

Dp[slope of cure-depth vs. In(E) curvel] 0.165 mm 

Ec[critical exposure] 11 mJ/cm² 

TECHNICAL DATA – MECHANICAL PROPERTIES 

Property Description ASTM Method RP SOFT ABS 

Tensile Strength ASTM D638M 3-4MPa 45.7MPa 

Tensile Modulus ASTM D638M 40-50MPa - 

Elongation at Break ASTM D638M 51% 42% 

Flexural Strength ASTM D790 2-3MPa 73.5MPa 

Flexural Modulus ASTM D790 80-100MPa 2300MPa 

Izod Impact(Notched) ASTM D256 120-150J/m 160J/m 

Water Absorption ASTM D570 1.5% 0.20-0.45% 

Hardness(Shore A) ASTM D2241 90A 81D 
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